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LENGTH FOR PAYMENT OF SEMI-RIGID TO RIGID BARRIER TRANSITION (12 GAGE RAIL ELEMENTS) UNDER ITEM NO. 705-03.04 IS 26’-10�"
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CONCRETE MEDIAN BARRIER

BARRIER

CONCRETE MEDIAN

THICKNESS TABLE
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DRAWINGS S-GR31-2

SEE STANDARD 

S-GRC-37-11-13

TRANSITION TO CONCRETE MEDIAN BARRIER DETAIL

   BARRIER TO MEDIAN DIVIDER GUARDRAIL.

A  TO BE USED AT ALL TRANSITIONS FROM CONCRETE MEDIAN 

B  SEE S-SSMB-6 FOR CONNECTION DETAILS TO MEDIAN BARRIER.

GENERAL NOTES

(TYP)

NESTED GUARDRAIL 

(TYP)

NESTED GUARDRAIL 
(TYP)

NESTED GUARDRAIL 

   CONCRETE BARRIER PER LF.

C  PAY ITEM NO. 705-03.04. MEDIAN DIVIDER GUARDRAIL AT 

6" X 8" TREATED WOOD POST

W6 X 9 OR W6 X 8.5 STEEL OR 

W6 X 15 STEEL POST

MEDIAN BARRIER

TO CONCRETE

TRANSITION

GUARDRAIL 

 MEDIAN DIVIDER 

ITEM NO. 705-03.01

NO ASPHALT

EARTH

COMPACTED
2
’
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NESTED W-BEAM 12’-6"

18"

1’-0"

6"

SEE S-SSMB-SERIES

 �" DIA, X 2" BOLT

SEE TABLE
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