
NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 01213

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.16

BRIDGE ID NUMBER: 29S24790001

BRIDGE OWNER: CITY OF BLAINE

FIPS CODE: 6340

 ROAD NAME: INDIAN RIDGE RD.

CROSSING: FROST BRANCH

LOCATION: EAST OF US11 SUFFICIENCY RATING: 87.5

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.15398N DEGREES

(17a,b) LONGITUDE: 83.70150 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1950

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 12.1 FT

FT(49) TOTAL BRIDGE LENGTH: 24.6

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  26.6  FT

(52) BRIDGE OUT TO OUT WIDTH:  28.5  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 24.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 5

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/18/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 01213

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 2.50

BRIDGE ID NUMBER: 29S24790005

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: INDIAN RIDGE RD.

CROSSING: RICHLAND CREEK

LOCATION: EAST OF US11 SUFFICIENCY RATING: 53.7

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.13842N DEGREES

(17a,b) LONGITUDE: 83.66745 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1917

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 51.5 FT

FT(49) TOTAL BRIDGE LENGTH: 55.1

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  15.4  FT

(52) BRIDGE OUT TO OUT WIDTH:  20.3  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 13.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 15.4 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 5

(59) SUPERSTRUCTURE: 5

(60) SUBSTRUCTURE: 5

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-10-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: 2

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 3

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 4

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  55.1  FT

(94)   BRIDGE IMPROVEMENT COST: $290,000.00

(95)   ROADWAY IMPROVEMENT COST: $30,000.00

(96)   TOTAL PROJECT COST: $436,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2021

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/18/2023

(75)  TYPE OF WORK: BRIDGE WIDENING WITH DECK REPAIR 

OR REPLACEMENT

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 01213

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 4.56

BRIDGE ID NUMBER: 29S24790007

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: INDIAN RIDGE RD.

CROSSING: BRANCH

LOCATION: EAST OF SR1 SUFFICIENCY RATING: 85.0

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.14635N DEGREES

(17a,b) LONGITUDE: 83.63557 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1955

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 14.0 FT

FT(49) TOTAL BRIDGE LENGTH: 31.8

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  27.9  FT

(52) BRIDGE OUT TO OUT WIDTH:  27.9  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  45  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 28.5 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): 5

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/18/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 01213

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 6.10

BRIDGE ID NUMBER: 29S24790009

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: INDIAN RIDGE RD.

CROSSING: BRANCH

LOCATION: EAST OF US11 SUFFICIENCY RATING: 96.5

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.15905N DEGREES

(17a,b) LONGITUDE: 83.61502 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1950

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 12.0 FT

FT(49) TOTAL BRIDGE LENGTH: 37.6

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  39  FT

(52) BRIDGE OUT TO OUT WIDTH:  44  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  45  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 25.9 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/18/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 01213

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 11.16

BRIDGE ID NUMBER: 29S24790011

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: INDIAN RIDGE RD.

CROSSING: BUFFALO CREEK

LOCATION: EAST OF US11 SUFFICIENCY RATING: 96.6

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.21363N DEGREES

(17a,b) LONGITUDE: 83.56202 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1955

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 10.0 FT

FT(49) TOTAL BRIDGE LENGTH: 32.6

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  21  FT

(52) BRIDGE OUT TO OUT WIDTH:  24.9  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  25  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/18/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 01213

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 12.02

BRIDGE ID NUMBER: 29S24800001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: OWL HOLE GAP RD.

CROSSING: BETHEL BRANCH

LOCATION: NEAR BUFFALO SPGS GAME FM SUFFICIENCY RATING: 86.0

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.20515N DEGREES

(17a,b) LONGITUDE: 83.55225 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: INTEGRAL CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1923

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 12.0 FT

FT(49) TOTAL BRIDGE LENGTH: 37.5

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  28.9  FT

(52) BRIDGE OUT TO OUT WIDTH:  35.1  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 29.5 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 5

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 1N11

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/18/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 01274

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 6.27

BRIDGE ID NUMBER: 29S24780001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: LIBERTY HILL RD.

CROSSING: WILLIAMS CREEK

LOCATION: WEST OF SR131 SUFFICIENCY RATING: 88.9

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.30817N DEGREES

(17a,b) LONGITUDE: 83.61875 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: STEEL

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1980

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 7.9 FT

FT(49) TOTAL BRIDGE LENGTH: 26.6

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 25.9 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): 5

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 4

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/4/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 01274

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 11.55

BRIDGE ID NUMBER: 29S24780003

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: CRACKERS NECK RD.

CROSSING: CRACKER CREEK

LOCATION: WEST OF SR131 SUFFICIENCY RATING: 26.1

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.34327N DEGREES

(17a,b) LONGITUDE: 83.53740 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: STEEL

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: STEEL PLATE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1930

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 42.0 FT

FT(49) TOTAL BRIDGE LENGTH: 63.3

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  18.4  FT

(52) BRIDGE OUT TO OUT WIDTH:  19.7  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 18.4 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 5

(59) SUPERSTRUCTURE: 5

(60) SUBSTRUCTURE: 7

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-10-44

WEIGHT POSTING (2 AXLE VEHICLES):  5  TONS

WEIGHT POSTING (3 OR MORE AXLES):  8.6  TONS

(70) BRIDGE POSTING CODE: 3

(41) WT POSTING STATUS: WEIGHT POSTED

APPRAISAL

(67) STRUCTURAL EVALUATION: 3

(68) DECK GEOMETRY: 3

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  63.3  FT

(94)   BRIDGE IMPROVEMENT COST: $183,000.00

(95)   ROADWAY IMPROVEMENT COST: $19,000.00

(96)   TOTAL PROJECT COST: $275,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2021

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/4/2023

(75)  TYPE OF WORK: BRIDGE WIDENING WITH DECK REPAIR 

OR REPLACEMENT

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 01274

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 13.01

BRIDGE ID NUMBER: 29S24780005

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: BULLEN VALLEY RD.

CROSSING: PUNCHEON CREEK

LOCATION: WEST OF SR131 SUFFICIENCY RATING: 97.9

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.35062N DEGREES

(17a,b) LONGITUDE: 83.52040 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1965

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 10.0 FT

FT(49) TOTAL BRIDGE LENGTH: 20.8

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 22.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 32.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 11/7/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 01274

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 16.64

BRIDGE ID NUMBER: 29S24780007

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: BULLEN VALLEY RD.

CROSSING: NOTCHY CREEK

LOCATION: WEST OF SR131 SUFFICIENCY RATING: 72.9

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.36427N DEGREES

(17a,b) LONGITUDE: 83.46308 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1975

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 14.1 FT

FT(49) TOTAL BRIDGE LENGTH: 29.9

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 29.9

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  45  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 29.9 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 4

(62) CULVERT CONDITION (IF APPLICABLE): 4

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 4

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 4

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/4/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 01328

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.91

BRIDGE ID NUMBER: 29S24800003

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: OWL HOLE GAP RD.

CROSSING: BRANCH

LOCATION: EAST OF US11 SUFFICIENCY RATING: 71.5

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.22475N DEGREES

(17a,b) LONGITUDE: 83.56593 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1923

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 21.0 FT

FT(49) TOTAL BRIDGE LENGTH: 28.9

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  16.1  FT

(52) BRIDGE OUT TO OUT WIDTH:  17.4  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 16.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 6

(59) SUPERSTRUCTURE: 6

(60) SUBSTRUCTURE: 6

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-10-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 2

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 5

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  28.9  FT

(94)   BRIDGE IMPROVEMENT COST: $135,000.00

(95)   ROADWAY IMPROVEMENT COST: $14,000.00

(96)   TOTAL PROJECT COST: $203,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2021

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/18/2023

(75)  TYPE OF WORK: BRIDGE WIDENING (NO DECK REPAIRS 

NEEDED)

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 01328

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 3.57

BRIDGE ID NUMBER: 29F00020001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: OWL HOLE GAP RD.

CROSSING: RICHLAND CREEK

LOCATION: EAST OF US11 SUFFICIENCY RATING: 85.7

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.24247N DEGREES

(17a,b) LONGITUDE: 83.60523 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE 

CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1976

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 40.4 FT

FT(49) TOTAL BRIDGE LENGTH: 123.4

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  37.7  FT

(52) BRIDGE OUT TO OUT WIDTH:  40  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 32.2

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  15  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 37.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 6

(59) SUPERSTRUCTURE: 6

(60) SUBSTRUCTURE: 5

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: 6

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 1000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/17/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 02473

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.24

BRIDGE ID NUMBER: 29024730001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: ROCKY BRANCH RD. 

CROSSING: RICHLAND CREEK

LOCATION: WEST OF US11 SUFFICIENCY RATING: 70.2

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.29128N DEGREES

(17a,b) LONGITUDE: 83.48207 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1923

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 38.1 FT

FT(49) TOTAL BRIDGE LENGTH: 40.4

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  16.1  FT

(52) BRIDGE OUT TO OUT WIDTH:  17.4  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 16.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 6

(59) SUPERSTRUCTURE: 6

(60) SUBSTRUCTURE: 7

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: OTHER OR UNKNOWN

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 2

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  40.4  FT

(94)   BRIDGE IMPROVEMENT COST: $152,000.00

(95)   ROADWAY IMPROVEMENT COST: $16,000.00

(96)   TOTAL PROJECT COST: $229,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2021

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/11/2023

(75)  TYPE OF WORK: BRIDGE WIDENING (NO DECK REPAIRS 

NEEDED)

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 02473

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.38

BRIDGE ID NUMBER: 29024730003

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: ROCKY BRANCH RD. 

CROSSING: ROCKY CREEK

LOCATION: EAST OF SR1 SUFFICIENCY RATING: 71.3

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.28962N DEGREES

(17a,b) LONGITUDE: 83.48218 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1923

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 21.7 FT

FT(49) TOTAL BRIDGE LENGTH: 21.9

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  17.1  FT

(52) BRIDGE OUT TO OUT WIDTH:  17.7  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 16.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 7

(59) SUPERSTRUCTURE: 7

(60) SUBSTRUCTURE: 7

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: OTHER OR UNKNOWN

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 2

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  22  FT

(94)   BRIDGE IMPROVEMENT COST: $89,000.00

(95)   ROADWAY IMPROVEMENT COST: $9,000.00

(96)   TOTAL PROJECT COST: $134,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2021

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/11/2023

(75)  TYPE OF WORK: BRIDGE WIDENING (NO DECK REPAIRS 

NEEDED)

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 02475

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.59

BRIDGE ID NUMBER: 29024750001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: COFFEY LN.

CROSSING: BRANCH

LOCATION: SOUTH OF SR1 SUFFICIENCY RATING: 95.7

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.28258N DEGREES

(17a,b) LONGITUDE: 83.53337 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1977

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 12.0 FT

FT(49) TOTAL BRIDGE LENGTH: 47.8

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  30.8  FT

(52) BRIDGE OUT TO OUT WIDTH:  35.4  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  60  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 30.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 6

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 5

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/11/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 02477

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.23

BRIDGE ID NUMBER: 29024770001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: HELTON RD.

CROSSING: RAY CREEK

LOCATION: NORTH OF SR1 SUFFICIENCY RATING: 99.5

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.30827N DEGREES

(17a,b) LONGITUDE: 83.41012 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1945

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 9.8 FT

FT(49) TOTAL BRIDGE LENGTH: 20.7

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 24.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 25.9 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 7

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: OTHER OR UNKNOWN

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/11/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 02479

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.47

BRIDGE ID NUMBER: 29024790003

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: LIBERTY HILL RD. 

CROSSING: WILLIAMS CREEK

LOCATION: NORTH OF SR131 SUFFICIENCY RATING: 55.9

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.29913N DEGREES

(17a,b) LONGITUDE: 83.59588 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: STEEL

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1930

(106) YEAR THE BRIDGE WAS REHABILITATED:  1950

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 28.9 FT

FT(49) TOTAL BRIDGE LENGTH: 32.2

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  18  FT

(52) BRIDGE OUT TO OUT WIDTH:  19.4  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  26  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 18.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 6

(59) SUPERSTRUCTURE: 6

(60) SUBSTRUCTURE: 6

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: 2

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 3

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  32.2  FT

(94)   BRIDGE IMPROVEMENT COST: $138,000.00

(95)   ROADWAY IMPROVEMENT COST: $14,000.00

(96)   TOTAL PROJECT COST: $208,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2021

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/4/2023

(75)  TYPE OF WORK: BRIDGE WIDENING (NO DECK REPAIRS 

NEEDED)

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 02479

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.79

BRIDGE ID NUMBER: 29024790005

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: LIBERTY HILL RD. 

CROSSING: WILLIAMS CREEK

LOCATION: NORTH OF SR131 SUFFICIENCY RATING: 81.0

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.30368N DEGREES

(17a,b) LONGITUDE: 83.59713 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1990

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 23.6 FT

FT(49) TOTAL BRIDGE LENGTH: 35.1

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  29.9  FT

(52) BRIDGE OUT TO OUT WIDTH:  48.2  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  45  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 29.9 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 5

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: 5

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/4/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 02479

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 1.25

BRIDGE ID NUMBER: 29024790007

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: LIBERTY HILL RD. 

CROSSING: WILLIAMS CREEK

LOCATION: NORTH OF SR131 SUFFICIENCY RATING: 78.3

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.30888N DEGREES

(17a,b) LONGITUDE: 83.60190 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1996

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 17.1 FT

FT(49) TOTAL BRIDGE LENGTH: 35.8

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  24.3  FT

(52) BRIDGE OUT TO OUT WIDTH:  29.5  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 21.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  14  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 7

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: 3

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  35.8  FT

(94)   BRIDGE IMPROVEMENT COST: $77,000.00

(95)   ROADWAY IMPROVEMENT COST: $8,000.00

(96)   TOTAL PROJECT COST: $116,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2021

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/4/2023

(75)  TYPE OF WORK: BRIDGE WIDENING (NO DECK REPAIRS 

NEEDED)

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 02485

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.05

BRIDGE ID NUMBER: 29024850001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: CEDAR SPRINGS RD.

CROSSING: INDIAN CREEK

LOCATION: 4 MI NE OF US 25E SUFFICIENCY RATING: 86.0

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.40407N DEGREES

(17a,b) LONGITUDE: 83.38153 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1992

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 12.1 FT

FT(49) TOTAL BRIDGE LENGTH: 37.7

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  22  FT

(52) BRIDGE OUT TO OUT WIDTH:  27.2  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 12.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 5

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: 5

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/3/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 02534

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.15

BRIDGE ID NUMBER: 29025340001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: LITTLE VALLEY RD.

CROSSING: RICHLAND CREEK

LOCATION: EAST OF SR1 SUFFICIENCY RATING: 21.9

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.18263N DEGREES

(17a,b) LONGITUDE: 83.67780 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1975

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 28.0 FT

FT(49) TOTAL BRIDGE LENGTH: 64.0

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  24.3  FT

(52) BRIDGE OUT TO OUT WIDTH:  25.6  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 24.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 24.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 6

(59) SUPERSTRUCTURE: 5

(60) SUBSTRUCTURE: 4

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 3

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES):  11  TONS

WEIGHT POSTING (3 OR MORE AXLES):  12.2  TONS

(70) BRIDGE POSTING CODE: 0

(41) WT POSTING STATUS: WEIGHT POSTED

APPRAISAL

(67) STRUCTURAL EVALUATION: 3

(68) DECK GEOMETRY: 4

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  88.3  FT

(94)   BRIDGE IMPROVEMENT COST: $549,000.00

(95)   ROADWAY IMPROVEMENT COST: $55,000.00

(96)   TOTAL PROJECT COST: $824,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2021

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/11/2023

(75)  TYPE OF WORK: BRIDGE REPLACEMENT

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 02540

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.91

BRIDGE ID NUMBER: 29025400001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: CHERRY ST.

CROSSING: BRANCH

LOCATION: SOUTH OF SR1 SUFFICIENCY RATING: 92.5

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.30207N DEGREES

(17a,b) LONGITUDE: 83.45818 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 2021

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 14.0 FT

FT(49) TOTAL BRIDGE LENGTH: 40.5

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  45  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 18.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 7

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HL-93

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 1N11

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  40  FT

(94)   BRIDGE IMPROVEMENT COST: $191,000.00

(95)   ROADWAY IMPROVEMENT COST: $20,000.00

(96)   TOTAL PROJECT COST: $287,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2021

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/11/2023

(75)  TYPE OF WORK: BRIDGE REHABILITATION

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 02540

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 3.21

BRIDGE ID NUMBER: 29025400003

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: CHERRY ST.

CROSSING: RICHLAND CREEK

LOCATION: SOUTH OF SR1 SUFFICIENCY RATING: 88.2

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.28757N DEGREES

(17a,b) LONGITUDE: 83.49500 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 2016

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 18.0 FT

FT(49) TOTAL BRIDGE LENGTH: 38.1

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  22  FT

(52) BRIDGE OUT TO OUT WIDTH:  27.6  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 22.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 7

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HL-93

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: 4

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 8

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 1N11

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/11/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 02544

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.18

BRIDGE ID NUMBER: 29025440001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: LIBERTY HILL RD.

CROSSING: WILLIAMS BRANCH

LOCATION: NORTH OF SR7 SUFFICIENCY RATING: 68.9

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.31048N DEGREES

(17a,b) LONGITUDE: 83.61985 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: STEEL

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1980

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 11.2 FT

FT(49) TOTAL BRIDGE LENGTH: 36.1

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  45  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 26.9 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): 4

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: OTHER OR UNKNOWN

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 4

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 5

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 4

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  58.1  FT

(94)   BRIDGE IMPROVEMENT COST: $345,000.00

(95)   ROADWAY IMPROVEMENT COST: $35,000.00

(96)   TOTAL PROJECT COST: $518,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/4/2023

(75)  TYPE OF WORK: BRIDGE REPLACEMENT

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 02548

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.01

BRIDGE ID NUMBER: 29025480001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: JACKSON HOLLOW RD. 

CROSSING: INDIAN CREEK

LOCATION: NORTH OF SR131 SUFFICIENCY RATING: 78.5

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.41112N DEGREES

(17a,b) LONGITUDE: 83.36070 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1986

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 12.1 FT

FT(49) TOTAL BRIDGE LENGTH: 24.6

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  22.3  FT

(52) BRIDGE OUT TO OUT WIDTH:  25.9  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 13.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): 5

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: 5

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/3/2023

(75)  TYPE OF WORK: OTHER STRUCTURAL WORK

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 02548

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 1.80

BRIDGE ID NUMBER: 29025480003

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: JACKSON HOLLOW RD. 

CROSSING: INDIAN CREEK

LOCATION: NORTH OF US11 SUFFICIENCY RATING: 97.0

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.39762N DEGREES

(17a,b) LONGITUDE: 83.33608 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1984

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 15.1 FT

FT(49) TOTAL BRIDGE LENGTH: 46.6

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  23  FT

(52) BRIDGE OUT TO OUT WIDTH:  26.6  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 14.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 23.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MINOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44 +MOD

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 5

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/3/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A025

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 2.55

BRIDGE ID NUMBER: 290A0250001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: BLACK FOX RD.

CROSSING: HOGSKINS CREEK

LOCATION: IN NW CORNER OF COUNTY SUFFICIENCY RATING: 98.9

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.32803N DEGREES

(17a,b) LONGITUDE: 83.64498 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE 

CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 2011

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 80.0 FT

FT(49) TOTAL BRIDGE LENGTH: 218.2

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  27.9  FT

(52) BRIDGE OUT TO OUT WIDTH:  29.9  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 24.9

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 27.9 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: 6

(59) SUPERSTRUCTURE: 6

(60) SUBSTRUCTURE: 7

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HL-93

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: 7

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 1010

(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/17/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A025

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 3.15

BRIDGE ID NUMBER: 290A0250003

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: BLACK FOX RD.

CROSSING: WILLIAMS CREEK

LOCATION: EAST OF CLINCH RIVER SUFFICIENCY RATING: 96.9

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.32785N DEGREES

(17a,b) LONGITUDE: 83.63532 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1995

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 21.0 FT

FT(49) TOTAL BRIDGE LENGTH: 66.3

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  22  FT

(52) BRIDGE OUT TO OUT WIDTH:  27.6  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 17.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  45  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 5

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/13/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A025

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 3.25

BRIDGE ID NUMBER: 290A0250007

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: BLACK FOX RD.

CROSSING: WILLIAMS CREEK

LOCATION: EAST OF CLINCH RIVER SUFFICIENCY RATING: 99.9

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.32758N DEGREES

(17a,b) LONGITUDE: 83.63372 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: STEEL

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 2013

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 5.9 FT

FT(49) TOTAL BRIDGE LENGTH: 23.6

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 14.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 14.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): 7

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: NNNN

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/13/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A025

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 3.98

BRIDGE ID NUMBER: 290A0250005

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: BLACK FOX RD.

CROSSING: WILLIAMS CREEK

LOCATION: EAST OF CLINCH RIVER SUFFICIENCY RATING: 95.0

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.32535N DEGREES

(17a,b) LONGITUDE: 83.62182 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: STEEL

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 2013

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 5.9 FT

FT(49) TOTAL BRIDGE LENGTH: 23.6

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  13.5  FT

(52) BRIDGE OUT TO OUT WIDTH:  24.9  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 13.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  18  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 13.5 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): 7

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 8

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 4

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/4/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A026

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.37

BRIDGE ID NUMBER: 290A0260001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: DUTCH VALLEY RD.

CROSSING: WILLIAMS CREEK

LOCATION: EAST OF CLINCH RIVER SUFFICIENCY RATING: 83.9

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: N DEGREES

(17a,b) LONGITUDE: 83.62367 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1994

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 75.8 FT

FT(49) TOTAL BRIDGE LENGTH: 80.1

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  25.9  FT

(52) BRIDGE OUT TO OUT WIDTH:  28.2  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 17.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  45  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 25.9 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: 6

(59) SUPERSTRUCTURE: 6

(60) SUBSTRUCTURE: 7

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 4

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 1000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/4/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A026

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 2.01

BRIDGE ID NUMBER: 290A0260003

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: HOGSKIN RD.

CROSSING: HOGSKIN CREEK

LOCATION: EAST OF CLINCH RIVER SUFFICIENCY RATING: 84.4

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.32773N DEGREES

(17a,b) LONGITUDE: 83.63512 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 2019

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 18.0 FT

FT(49) TOTAL BRIDGE LENGTH: 36.0

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  22.3  FT

(52) BRIDGE OUT TO OUT WIDTH:  30.8  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.6 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 7

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HL-93

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: 4

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 1000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/13/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A026

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 2.46

BRIDGE ID NUMBER: 290A0260005

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: HOGSKIN RD.

CROSSING: HOGSKIN CREEK

LOCATION: EAST OF CLINCH RIVER SUFFICIENCY RATING: 96.8

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.30757N DEGREES

(17a,b) LONGITUDE: 83.65453 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1975

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 15.1 FT

FT(49) TOTAL BRIDGE LENGTH: 36.7

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  32.8  FT

(52) BRIDGE OUT TO OUT WIDTH:  34.8  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  30  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 32.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 7

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/13/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A050

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 2.56

BRIDGE ID NUMBER: 290A0500001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: ROUND BARN RD.

CROSSING: FLAT CREEK

LOCATION: EAST OF SR131 SUFFICIENCY RATING: 93.7

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.24348N DEGREES

(17a,b) LONGITUDE: 83.67942 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1986

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 12.0 FT

FT(49) TOTAL BRIDGE LENGTH: 37.7

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  21.7  FT

(52) BRIDGE OUT TO OUT WIDTH:  25.6  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 14.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 5

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 5

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/17/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A051

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.07

BRIDGE ID NUMBER: 290A0510001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: DALE RD.

CROSSING: FLAT CREEK

LOCATION: EAST OF CLINCH RIVER SUFFICIENCY RATING: 97.0

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.25290N DEGREES

(17a,b) LONGITUDE: 83.66913 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1989

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 15.0 FT

FT(49) TOTAL BRIDGE LENGTH: 64.9

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  21.7  FT

(52) BRIDGE OUT TO OUT WIDTH:  25.3  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  45  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 5

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/17/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A096

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.08

BRIDGE ID NUMBER: 290A0960001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: JOHNSON HOLLOW RD.

CROSSING: INDIAN CREEK

LOCATION: EAST OF CLINCH SUFFICIENCY RATING: 54.3

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.39348N DEGREES

(17a,b) LONGITUDE: 83.40740 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1930

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 40.0 FT

FT(49) TOTAL BRIDGE LENGTH: 42.0

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  12.1  FT

(52) BRIDGE OUT TO OUT WIDTH:  14.4  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 12.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 12.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 5

(59) SUPERSTRUCTURE: 5

(60) SUBSTRUCTURE: 6

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: OTHER OR UNKNOWN

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: 4

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 3

(36) TRAFFIC SAFETY FEATURES: 0NNN

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  42  FT

(94)   BRIDGE IMPROVEMENT COST: $139,000.00

(95)   ROADWAY IMPROVEMENT COST: $14,000.00

(96)   TOTAL PROJECT COST: $209,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2021

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/3/2023

(75)  TYPE OF WORK: BRIDGE WIDENING WITH DECK REPAIR 

OR REPLACEMENT

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A097

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.02

BRIDGE ID NUMBER: 290A0970001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: BROKEN VALLEY RD.

CROSSING: FORKED DEER CREEK

LOCATION: EAST OF CLINCH RIVER SUFFICIENCY RATING: 99.0

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.37258N DEGREES

(17a,b) LONGITUDE: 83.43888 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1976

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 9.8 FT

FT(49) TOTAL BRIDGE LENGTH: 20.7

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 29.9

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 24.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 5

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: NNNN

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/3/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A097

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 2.42

BRIDGE ID NUMBER: 290A0970003

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: BROKEN VALLEY RD.

CROSSING: MILL CREEK

LOCATION: .5 M FROM INDIAN CREEK RD SUFFICIENCY RATING: 91.8

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.38903N DEGREES

(17a,b) LONGITUDE: 83.40640 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1994

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 13.8 FT

FT(49) TOTAL BRIDGE LENGTH: 28.5

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  22.6  FT

(52) BRIDGE OUT TO OUT WIDTH:  27.6  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 15.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  30  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.6 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 5

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/3/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A099

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.38

BRIDGE ID NUMBER: 290A0990001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: DAVE JACKSON RD.

CROSSING: MILL CREEK

LOCATION: EAST OF SR131 SUFFICIENCY RATING: 100.0

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.37228N DEGREES

(17a,b) LONGITUDE: 83.40208 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1975

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 14.1 FT

FT(49) TOTAL BRIDGE LENGTH: 28.9

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 34.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  45  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 32.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: NNNN

(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/3/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A352

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.03

BRIDGE ID NUMBER: 290A3520001

BRIDGE OWNER: CITY OF RUTLEDGE

FIPS CODE: 65760

 ROAD NAME: OLD BLUE SPRINGS RD.

CROSSING: RICHLAND CREEK

LOCATION: OLD SPRINGS ROAD SUFFICIENCY RATING: 19.7

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.26797N DEGREES

(17a,b) LONGITUDE: 83.54997 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: STEEL

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: STEEL PLATE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1970

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 34.2 FT

FT(49) TOTAL BRIDGE LENGTH: 36.0

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  11.5  FT

(52) BRIDGE OUT TO OUT WIDTH:  12.1  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 9.8

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  15  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 11.5 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 5

(59) SUPERSTRUCTURE: 5

(60) SUBSTRUCTURE: 5

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: OTHER OR UNKNOWN

WEIGHT POSTING (2 AXLE VEHICLES):  5  TONS

WEIGHT POSTING (3 OR MORE AXLES):  5.4  TONS

(70) BRIDGE POSTING CODE: 3

(41) WT POSTING STATUS: WEIGHT POSTED

APPRAISAL

(67) STRUCTURAL EVALUATION: 3

(68) DECK GEOMETRY: 2

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  36.1  FT

(94)   BRIDGE IMPROVEMENT COST: $164,000.00

(95)   ROADWAY IMPROVEMENT COST: $17,000.00

(96)   TOTAL PROJECT COST: $247,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/18/2023

(75)  TYPE OF WORK: BRIDGE WIDENING WITH DECK REPAIR 

OR REPLACEMENT

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A365

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.09

BRIDGE ID NUMBER: 290A3650001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: BLUFF RD.

CROSSING: RICHLAND CREEK

LOCATION: EAST OF US11 SUFFICIENCY RATING: 83.4

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.25210N DEGREES

(17a,b) LONGITUDE: 83.58325 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 2020

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 14.0 FT

FT(49) TOTAL BRIDGE LENGTH: 28.0

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  21.7  FT

(52) BRIDGE OUT TO OUT WIDTH:  27.6  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 21.7

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): 7

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HL-93

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: 4

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 3

(36) TRAFFIC SAFETY FEATURES: 1N11

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/11/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A379

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.02

BRIDGE ID NUMBER: 290A3780001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: GAME FARM RD.

CROSSING: BUFFALO CREEK

LOCATION: 6 M SW OF SR92-US11W SUFFICIENCY RATING: 20.4

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.20543N DEGREES

(17a,b) LONGITUDE: 83.55563 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: STEEL

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CORRUGATED STEEL

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1935

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 20.7 FT

FT(49) TOTAL BRIDGE LENGTH: 31.5

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  19.7  FT

(52) BRIDGE OUT TO OUT WIDTH:  20  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 16.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 19.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 5

(59) SUPERSTRUCTURE: 5

(60) SUBSTRUCTURE: 5

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: OTHER OR UNKNOWN

WEIGHT POSTING (2 AXLE VEHICLES):  2  TONS

WEIGHT POSTING (3 OR MORE AXLES):  2.2  TONS

(70) BRIDGE POSTING CODE: 3

(41) WT POSTING STATUS: WEIGHT POSTED

APPRAISAL

(67) STRUCTURAL EVALUATION: 3

(68) DECK GEOMETRY: 3

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N0N

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  53.5  FT

(94)   BRIDGE IMPROVEMENT COST: $328,000.00

(95)   ROADWAY IMPROVEMENT COST: $33,000.00

(96)   TOTAL PROJECT COST: $493,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/18/2023

(75)  TYPE OF WORK: BRIDGE REPLACEMENT

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A380

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 1.24

BRIDGE ID NUMBER: 290A3800001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: TAMPICO RD.

CROSSING: BUFFALO CREEK

LOCATION: EAST OF US11 SUFFICIENCY RATING: 97.0

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.19378N DEGREES

(17a,b) LONGITUDE: 83.56255 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1984

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 23.6 FT

FT(49) TOTAL BRIDGE LENGTH: 49.9

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  22.3  FT

(52) BRIDGE OUT TO OUT WIDTH:  29.5  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 16.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  15  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 23.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 7

(59) SUPERSTRUCTURE: 7

(60) SUBSTRUCTURE: 7

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44 +MOD

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: 5

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/18/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A404

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 1.58

BRIDGE ID NUMBER: 290A4040001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: PROMISE LAND RD.

CROSSING: RICHLAND CREEK

LOCATION: EAST OF SR1 SUFFICIENCY RATING: 90.7

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.20370N DEGREES

(17a,b) LONGITUDE: 83.66035 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1984

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 12.0 FT

FT(49) TOTAL BRIDGE LENGTH: 38.9

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  21.7  FT

(52) BRIDGE OUT TO OUT WIDTH:  33.1  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 14.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  15  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44 +MOD

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 5

(72) APPROACH ROADWAY ALIGNMENT: 3

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/17/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A406

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.04

BRIDGE ID NUMBER: 290A4060001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: RENFOE FARM RD.

CROSSING: RICHLAND CREEK

LOCATION: EAST OF SR1 SUFFICIENCY RATING: 14.8

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.20837N DEGREES

(17a,b) LONGITUDE: 83.65343 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: STEEL

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1970

(106) YEAR THE BRIDGE WAS REHABILITATED:  2023

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 47.2 FT

FT(49) TOTAL BRIDGE LENGTH: 50.2

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  14.4  FT

(52) BRIDGE OUT TO OUT WIDTH:  16.1  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 9.8

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 13.5 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 7

(59) SUPERSTRUCTURE: 5

(60) SUBSTRUCTURE: 6

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: OTHER OR UNKNOWN

WEIGHT POSTING (2 AXLE VEHICLES):  0  TONS

WEIGHT POSTING (3 OR MORE AXLES):  22.3  TONS

(70) BRIDGE POSTING CODE: 1

(41) WT POSTING STATUS: WEIGHT POSTED

APPRAISAL

(67) STRUCTURAL EVALUATION: 0

(68) DECK GEOMETRY: 0

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 4

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  50.2  FT

(94)   BRIDGE IMPROVEMENT COST: $221,000.00

(95)   ROADWAY IMPROVEMENT COST: $23,000.00

(96)   TOTAL PROJECT COST: $332,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2021

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/17/2023

(75)  TYPE OF WORK: BRIDGE REHABILITATION

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A407

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.17

BRIDGE ID NUMBER: 290A4070001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: FENNELL RD.

CROSSING: RICHLAND CREEK

LOCATION: EAST OF SR1 SUFFICIENCY RATING: 85.5

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.17652N DEGREES

(17a,b) LONGITUDE: 83.68058 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1987

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 10.0 FT

FT(49) TOTAL BRIDGE LENGTH: 37.8

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  21.7  FT

(52) BRIDGE OUT TO OUT WIDTH:  25.9  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 14.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 21.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 4

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/17/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A408

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.69

BRIDGE ID NUMBER: 290A4080001

BRIDGE OWNER: CITY OF BLAINE

FIPS CODE: 6340

 ROAD NAME: MILLIGAN LN.

CROSSING: RICHLAND CREEK

LOCATION: EAST OF SR1 SUFFICIENCY RATING: 86.5

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.16663N DEGREES

(17a,b) LONGITUDE: 83.68463 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 2018

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 58.0 FT

FT(49) TOTAL BRIDGE LENGTH: 64.0

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  16.1  FT

(52) BRIDGE OUT TO OUT WIDTH:  18.4  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 14.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 16.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 7

(59) SUPERSTRUCTURE: 7

(60) SUBSTRUCTURE: 7

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HL-93

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: WEIGHT POSTED

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: 3

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 1000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/18/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A410

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 1.84

BRIDGE ID NUMBER: 290A4100001

BRIDGE OWNER: CITY OF BLAINE

FIPS CODE: 6340

 ROAD NAME: LITTLE VALLEY RD.

CROSSING: RICHLAND CREEK

LOCATION: EAST OF SR1 SUFFICIENCY RATING: 86.9

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.16075N DEGREES

(17a,b) LONGITUDE: 83.67825 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1984

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 15.4 FT

FT(49) TOTAL BRIDGE LENGTH: 48.9

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  22.3  FT

(52) BRIDGE OUT TO OUT WIDTH:  25.3  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 18.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  15  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44 +MOD

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: WEIGHT POSTED

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 4

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/18/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A412

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.21

BRIDGE ID NUMBER: 290A4120001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: PERRIN HOLLOW RD.

CROSSING: BRANCH

LOCATION: EAST OF SR1 SUFFICIENCY RATING: 73.7

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.14930N DEGREES

(17a,b) LONGITUDE: 83.63680 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1923

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 20.3 FT

FT(49) TOTAL BRIDGE LENGTH: 25.7

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  15.7  FT

(52) BRIDGE OUT TO OUT WIDTH:  17.4  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 17.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 15.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 6

(59) SUPERSTRUCTURE: 6

(60) SUBSTRUCTURE: 7

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: OTHER OR UNKNOWN

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 2

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 3

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  25.6  FT

(94)   BRIDGE IMPROVEMENT COST: $96,000.00

(95)   ROADWAY IMPROVEMENT COST: $10,000.00

(96)   TOTAL PROJECT COST: $145,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2021

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/18/2023

(75)  TYPE OF WORK: BRIDGE WIDENING WITH DECK REPAIR 

OR REPLACEMENT

11-Mar-24

PUBLICATION DATE 
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NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A434

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 2.37

BRIDGE ID NUMBER: 290A5180001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: KINCAID FARMS DR.

CROSSING: BRANCH

LOCATION: 2.1 MI E OF SR32 SUFFICIENCY RATING: 97.9

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.36263N DEGREES

(17a,b) LONGITUDE: 83.43185 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1982

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 9.8 FT

FT(49) TOTAL BRIDGE LENGTH: 20.7

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 34.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  15  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 45.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/3/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 
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NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A481

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 1.24

BRIDGE ID NUMBER: 290A4810001

BRIDGE OWNER: CITY OF RUTLEDGE

FIPS CODE: 65820

 ROAD NAME: BRYAN RD.

CROSSING: BRANCH

LOCATION: WEST OF SR131 SUFFICIENCY RATING: 96.9

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.27440N DEGREES

(17a,b) LONGITUDE: 83.53008 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: STEEL

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 2008

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 6.0 FT

FT(49) TOTAL BRIDGE LENGTH: 23.0

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  19  FT

(52) BRIDGE OUT TO OUT WIDTH:  35.1  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 16.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 19.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: NO

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 4

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/18/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A522

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 1.08

BRIDGE ID NUMBER: 290A0400003

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: HOGSKIN RD.

CROSSING: HOGSKIN CREEK

LOCATION: EAST OF CLINCH RIVER SUFFICIENCY RATING: 93.3

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.30007N DEGREES

(17a,b) LONGITUDE: 83.66490 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1975

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 17.1 FT

FT(49) TOTAL BRIDGE LENGTH: 42.3

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  27.2  FT

(52) BRIDGE OUT TO OUT WIDTH:  29.2  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 22.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  45  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 27.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 5

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/13/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A522

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 1.76

BRIDGE ID NUMBER: 290A0400001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: HOGSKIN RD.

CROSSING: BRANCH

LOCATION: EAST OF CLINCH RIVER SUFFICIENCY RATING: 95.5

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.30438N DEGREES

(17a,b) LONGITUDE: 83.65450 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1975

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 12.1 FT

FT(49) TOTAL BRIDGE LENGTH: 25.9

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  28.9  FT

(52) BRIDGE OUT TO OUT WIDTH:  30.8  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 28.9 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 5

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/13/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A663

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.08

BRIDGE ID NUMBER: 290A5200001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: LEWIS LN.

CROSSING: RICHLAND CREEK

LOCATION: SE OFF US 11W-N OF BLAINE SUFFICIENCY RATING: 80.1

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.21190N DEGREES

(17a,b) LONGITUDE: 83.64807 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1987

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 15.0 FT

FT(49) TOTAL BRIDGE LENGTH: 64.0

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  22.3  FT

(52) BRIDGE OUT TO OUT WIDTH:  25.9  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 11.2

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  45  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 22.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 5

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: 5

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/17/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: 0A667

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 0.02

BRIDGE ID NUMBER: 290A6670001

BRIDGE OWNER: GRAINGER COUNTY

FIPS CODE: 00000

 ROAD NAME: CLAY LN.

CROSSING: BRANCH

LOCATION: SOUTH OF SR1 SUFFICIENCY RATING: 90.8

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.26480N DEGREES

(17a,b) LONGITUDE: 83.64882 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: STEEL

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 2002

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 6.0 FT

FT(49) TOTAL BRIDGE LENGTH: 24.9

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  20  FT

(52) BRIDGE OUT TO OUT WIDTH:  20  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 12.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 13.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: LOCAL RURAL ROAD

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: ONE LANE BRIDGE FOR 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: OTHER OR UNKNOWN

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 5

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/17/2023

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 1.26

BRIDGE ID NUMBER: 29SR0010001

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: RUTLEDGE PK.

CROSSING: BRANCH

LOCATION: 1 M SE OF BLAINE SUFFICIENCY RATING: 85.5

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.14923N DEGREES

(17a,b) LONGITUDE: 83.70867 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 2003

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 18.0 FT

FT(49) TOTAL BRIDGE LENGTH: 57.7

(50a) LEFT SIDEWALK WIDTH: 4.9 FT

(50b) RIGHT SIDEWALK WIDTH: 4.9

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 82.7

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 82.7 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 7

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: NNNN

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/20/2022

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 3.40

BRIDGE ID NUMBER: 29SR0010003

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: RUTLEDGE PK.

CROSSING: BRANCH

LOCATION: .5 M NE OF LEA SPRINGS SUFFICIENCY RATING: 76.2

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.17413N DEGREES

(17a,b) LONGITUDE: 83.68595 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: PREFORMED FABRIC

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1936

(106) YEAR THE BRIDGE WAS REHABILITATED:  1972

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 28.5 FT

FT(49) TOTAL BRIDGE LENGTH: 57.0

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  49.5  FT

(52) BRIDGE OUT TO OUT WIDTH:  52.2  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 36.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 36.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 5

(59) SUPERSTRUCTURE: 6

(60) SUBSTRUCTURE: 6

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 9

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/20/2022

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 5.78

BRIDGE ID NUMBER: 29SR0010005

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: RUTLEDGE PK.

CROSSING: BRANCH

LOCATION: 1.4 M N OF CLINCH MTN SUFFICIENCY RATING: 71.2

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.20305N DEGREES

(17a,b) LONGITUDE: 83.66397 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1937

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 9.8 FT

FT(49) TOTAL BRIDGE LENGTH: 32.8

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 40.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 40.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  32.8  FT

(94)   BRIDGE IMPROVEMENT COST: $225,000.00

(95)   ROADWAY IMPROVEMENT COST: $23,000.00

(96)   TOTAL PROJECT COST: $338,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/20/2022

(75)  TYPE OF WORK: BRIDGE REHABILITATION

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 6.88

BRIDGE ID NUMBER: 29SR0010007

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: RUTLEDGE PK.

CROSSING: BRANCH

LOCATION: 1.2 M NW OF CLINCH MTN SUFFICIENCY RATING: 65.2

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.21282N DEGREES

(17a,b) LONGITUDE: 83.64867 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1940

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 10.5 FT

FT(49) TOTAL BRIDGE LENGTH: 34.8

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 36.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  20  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 36.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): 5

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 5

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  34.8  FT

(94)   BRIDGE IMPROVEMENT COST: $237,000.00

(95)   ROADWAY IMPROVEMENT COST: $24,000.00

(96)   TOTAL PROJECT COST: $356,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/20/2022

(75)  TYPE OF WORK: BRIDGE REHABILITATION

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 7.97

BRIDGE ID NUMBER: 29SR0010009

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: RUTLEDGE PK.

CROSSING: HIGHLAND SPRINGS BRANCH

LOCATION: 1.3 M NW OF CLINCH MTN SUFFICIENCY RATING: 48.1

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.22415N DEGREES

(17a,b) LONGITUDE: 83.63533 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1946

(106) YEAR THE BRIDGE WAS REHABILITATED:  1964

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 9.8 FT

FT(49) TOTAL BRIDGE LENGTH: 23.6

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 49.9

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 36.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): 5

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 4

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  44.6  FT

(94)   BRIDGE IMPROVEMENT COST: $393,000.00

(95)   ROADWAY IMPROVEMENT COST: $40,000.00

(96)   TOTAL PROJECT COST: $590,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/20/2022

(75)  TYPE OF WORK: BRIDGE REPLACEMENT

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 9.12

BRIDGE ID NUMBER: 29SR0010011

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: RUTLEDGE PK.

CROSSING: BRANCH

LOCATION: 2.8 M NW OF POWDER SPRING SUFFICIENCY RATING: 72.3

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.23437N DEGREES

(17a,b) LONGITUDE: 83.61917 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1946

(106) YEAR THE BRIDGE WAS REHABILITATED:  1964

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 11.2 FT

FT(49) TOTAL BRIDGE LENGTH: 35.8

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  49.5  FT

(52) BRIDGE OUT TO OUT WIDTH:  51.8  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 36.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  25  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 36.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 5

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: 9

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N01

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  35.8  FT

(94)   BRIDGE IMPROVEMENT COST: $264,000.00

(95)   ROADWAY IMPROVEMENT COST: $27,000.00

(96)   TOTAL PROJECT COST: $397,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/20/2022

(75)  TYPE OF WORK: BRIDGE REHABILITATION

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 10.36

BRIDGE ID NUMBER: 29SR0010013

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: RUTLEDGE PK.

CROSSING: HIGGS BRANCH

LOCATION: .9 M S OF CORBIN LAKE SUFFICIENCY RATING: 72.3

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.24543N DEGREES

(17a,b) LONGITUDE: 83.60150 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1950

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 14.1 FT

FT(49) TOTAL BRIDGE LENGTH: 32.2

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 35.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  45  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 35.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 5

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N01

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  32.2  FT

(94)   BRIDGE IMPROVEMENT COST: $207,000.00

(95)   ROADWAY IMPROVEMENT COST: $21,000.00

(96)   TOTAL PROJECT COST: $311,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/20/2022

(75)  TYPE OF WORK: BRIDGE REHABILITATION

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 11.16

BRIDGE ID NUMBER: 29SR0010015

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: RUTLEDGE PK.

CROSSING: BUFFALO HIDE CREEK

LOCATION: 3 M SE OF RUTHLEDGE SUFFICIENCY RATING: 59.2

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.25132N DEGREES

(17a,b) LONGITUDE: 83.58943 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: PREFORMED FABRIC

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1940

(106) YEAR THE BRIDGE WAS REHABILITATED:  1976

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 28.5 FT

FT(49) TOTAL BRIDGE LENGTH: 57.4

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  46.6  FT

(52) BRIDGE OUT TO OUT WIDTH:  49.5  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 35.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  10  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 35.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 5

(59) SUPERSTRUCTURE: 5

(60) SUBSTRUCTURE: 5

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: 9

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  57.4  FT

(94)   BRIDGE IMPROVEMENT COST: $402,000.00

(95)   ROADWAY IMPROVEMENT COST: $41,000.00

(96)   TOTAL PROJECT COST: $604,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/25/2022

(75)  TYPE OF WORK: BRIDGE REHABILITATION

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 14.88

BRIDGE ID NUMBER: 29SR0010017

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 65820

 ROAD NAME: MAIN ST.

CROSSING: BRANCH

LOCATION: IN RUTLEDGE SUFFICIENCY RATING: 56.3

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.27687N DEGREES

(17a,b) LONGITUDE: 83.53090 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1973

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY-PEDESTRIAN

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 3

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 11.5 FT

FT(49) TOTAL BRIDGE LENGTH: 23.6

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 5.9

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 57.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  30  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 57.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 5

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  23.6  FT

(94)   BRIDGE IMPROVEMENT COST: $203,000.00

(95)   ROADWAY IMPROVEMENT COST: $21,000.00

(96)   TOTAL PROJECT COST: $305,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/25/2022

(75)  TYPE OF WORK: BRIDGE REHABILITATION

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 16.28

BRIDGE ID NUMBER: 29SR0010019

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 65820

 ROAD NAME: MAIN ST.

CROSSING: RICHLAND CREEK

LOCATION: IN RUTLEDGE CITY LIMITS SUFFICIENCY RATING: 82.7

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.28292N DEGREES

(17a,b) LONGITUDE: 83.50740 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE 

CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1953

(106) YEAR THE BRIDGE WAS REHABILITATED:  2011

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 28.5 FT

FT(49) TOTAL BRIDGE LENGTH: 89.6

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  36.1  FT

(52) BRIDGE OUT TO OUT WIDTH:  37.4  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 35.4

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 36.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 7

(59) SUPERSTRUCTURE: 8

(60) SUBSTRUCTURE: 7

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: 4

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 1111

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/25/2022

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 17.07

BRIDGE ID NUMBER: 29SR0010021

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 65820

 ROAD NAME: MAIN ST.

CROSSING: RICHLAND CREEK

LOCATION: IN RUTLEDGE CITY LIMITS SUFFICIENCY RATING: 82.7

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.28893N DEGREES

(17a,b) LONGITUDE: 83.49532 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1953

(106) YEAR THE BRIDGE WAS REHABILITATED:  2011

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 28.5 FT

FT(49) TOTAL BRIDGE LENGTH: 115.2

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  36.1  FT

(52) BRIDGE OUT TO OUT WIDTH:  37.4  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 36.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 36.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 7

(59) SUPERSTRUCTURE: 8

(60) SUBSTRUCTURE: 7

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: 4

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 8

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 1111

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/25/2022

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 19.30

BRIDGE ID NUMBER: 29SR0010023

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: US-11W

CROSSING: BRANCH

LOCATION: 2.24 MI.EAST OF RUTLEDGE SUFFICIENCY RATING: 75.2

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.30333N DEGREES

(17a,b) LONGITUDE: 83.45997 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1953

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 29.9 FT

FT(49) TOTAL BRIDGE LENGTH: 32.2

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 35.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 35.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 7

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  32.2  FT

(94)   BRIDGE IMPROVEMENT COST: $232,000.00

(95)   ROADWAY IMPROVEMENT COST: $24,000.00

(96)   TOTAL PROJECT COST: $349,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/25/2022

(75)  TYPE OF WORK: BRIDGE REHABILITATION

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 22.81

BRIDGE ID NUMBER: 29SR0010025

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: US-11W

CROSSING: SHIELDS CREEK

LOCATION: 3.1 M E OF CHESTNUT GROVE SUFFICIENCY RATING: 49.9

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.31758N DEGREES

(17a,b) LONGITUDE: 83.40055 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 5

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1941

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 43.3 FT

FT(49) TOTAL BRIDGE LENGTH: 218.2

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  24.3  FT

(52) BRIDGE OUT TO OUT WIDTH:  30.5  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 30.8

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 30.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 5

(59) SUPERSTRUCTURE: 6

(60) SUBSTRUCTURE: 5

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: 2

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 8

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  252.3  FT

(94)   BRIDGE IMPROVEMENT COST: $2,087,000.00

(95)   ROADWAY IMPROVEMENT COST: $209,000.00

(96)   TOTAL PROJECT COST: $3,131,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): 12/2023

(92b) UNDERWATER INSP FREQUENCY (MONTHS): Y60

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/19/2022

(75)  TYPE OF WORK: BRIDGE REPLACEMENT

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 24.47

BRIDGE ID NUMBER: 29SR0010027

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: US-11W

CROSSING: GAP BRANCH

LOCATION: 2 M SE OF CHESTNUT GROVE SUFFICIENCY RATING: 45.9

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.32950N DEGREES

(17a,b) LONGITUDE: 83.37523 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 6

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1942

(106) YEAR THE BRIDGE WAS REHABILITATED:  2000

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 43.3 FT

FT(49) TOTAL BRIDGE LENGTH: 261.5

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  28.2  FT

(52) BRIDGE OUT TO OUT WIDTH:  30.2  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 34.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 28.2 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 5

(59) SUPERSTRUCTURE: 5

(60) SUBSTRUCTURE: 6

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: WEIGHT POSTED

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: 4

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 8

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 1110

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  261.5  FT

(94)   BRIDGE IMPROVEMENT COST: $836,000.00

(95)   ROADWAY IMPROVEMENT COST: $84,000.00

(96)   TOTAL PROJECT COST: $1,255,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): 06/2021

(92b) UNDERWATER INSP FREQUENCY (MONTHS): Y60

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/19/2022

(75)  TYPE OF WORK: BRIDGE WIDENING (NO DECK REPAIRS 

NEEDED)

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 25.26

BRIDGE ID NUMBER: 29SR0010029

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: US-11W

CROSSING: BUCK HOLLOW BRANCH

LOCATION: IN TATE SPRINGS SUFFICIENCY RATING: 39.4

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.33285N DEGREES

(17a,b) LONGITUDE: 83.36182 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1942

(106) YEAR THE BRIDGE WAS REHABILITATED:  2000

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 43.6 FT

FT(49) TOTAL BRIDGE LENGTH: 173.6

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  24.3  FT

(52) BRIDGE OUT TO OUT WIDTH:  30.5  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 34.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 34.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 5

(59) SUPERSTRUCTURE: 5

(60) SUBSTRUCTURE: 5

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: WEIGHT POSTED

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: 2

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 8

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 1000

(113) SCOUR CONDITION RATING: 4

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  173.6  FT

(94)   BRIDGE IMPROVEMENT COST: $621,000.00

(95)   ROADWAY IMPROVEMENT COST: $63,000.00

(96)   TOTAL PROJECT COST: $932,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): 12/2023

(92b) UNDERWATER INSP FREQUENCY (MONTHS): Y60

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/21/2022

(75)  TYPE OF WORK: BRIDGE WIDENING WITH DECK REPAIR 

OR REPLACEMENT

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 26.83

BRIDGE ID NUMBER: 29SR0010032

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: US-11W

CROSSING: BRIAR FORK CREEK

LOCATION: .9 M E OF TATE SPRINGS SUFFICIENCY RATING: 82.7

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.34255N DEGREES

(17a,b) LONGITUDE: 83.33652 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1998

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 80.4 FT

FT(49) TOTAL BRIDGE LENGTH: 244.1

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  40.4  FT

(52) BRIDGE OUT TO OUT WIDTH:  44  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 37.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 37.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: LEFT LANE BRIDGE

(102) TRAFFIC DIR: 1-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: 7

(59) SUPERSTRUCTURE: 7

(60) SUBSTRUCTURE: 7

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: 7

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 1000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/19/2022

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 26.83

BRIDGE ID NUMBER: 29SR0010031

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: US-11W

CROSSING: BRIAR FORK CREEK

LOCATION: .9 M E OF TATE SPRINGS SUFFICIENCY RATING: 82.7

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.34233N DEGREES

(17a,b) LONGITUDE: 83.33643 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1998

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 80.4 FT

FT(49) TOTAL BRIDGE LENGTH: 244.1

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  40.4  FT

(52) BRIDGE OUT TO OUT WIDTH:  44  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 35.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 35.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: RIGHT LANE BRIDGE

(102) TRAFFIC DIR: 1-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: 7

(59) SUPERSTRUCTURE: 7

(60) SUBSTRUCTURE: 7

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: 7

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 8

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 1000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/19/2022

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 27.10

BRIDGE ID NUMBER: 29SR0010037

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: US-11W

CROSSING: SR 32

LOCATION: 1.4 M E OF TATE SPRINGS SUFFICIENCY RATING: 99.0

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.34447N DEGREES

(17a,b) LONGITUDE: 83.33245 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE 

CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 4

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1998

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: HIGHWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 1

(28b) NUMBER OF LANES UNDER THE BRIDGE: 4

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 96.5 FT

FT(49) TOTAL BRIDGE LENGTH: 334.6

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  28.5  FT

(52) BRIDGE OUT TO OUT WIDTH:  32.2  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 27.2

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  25  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 26.9 FT

(54a) VERT UNDERCLR: HIGHWAY BENEATH BRIDGE

(54b) MIN VERTICAL UNDERCLEARANCE:  18.34  FT

(55a) HORZ UNDERCLR: HIGHWAY BENEATH BRIDGE

(55b) MIN HORZ UNDERCLR ON RIGHT:  30.84  FT

(56)   MIN HORZ UNDERCLR ON LEFT:  32.15  FT

NAVIGATION DATA
(38)   NAV CONTROL: NOT APPLICABLE

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 1-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: 6

(59) SUPERSTRUCTURE: 7

(60) SUBSTRUCTURE: 7

(61) STREAM CHANNEL AND CHANNEL PROTECTION: N

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: 9

(69) UNDERCLEARANCE RATING: 9

(71) WATERWAY ADEQUACY: N

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 1001

(113) SCOUR CONDITION RATING: N

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/19/2022

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 28.83

BRIDGE ID NUMBER: 29SR0010033

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: US-25E

CROSSING: MEADOW CREEK

LOCATION: 1.2 M E OF BEAN STATION SUFFICIENCY RATING: 63.0

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.34622N DEGREES

(17a,b) LONGITUDE: 83.30150 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1945

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 4

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 11.5 FT

FT(49) TOTAL BRIDGE LENGTH: 23.6

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 72.2

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  45  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 36.1 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL EXPRESSWAY

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 4

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  23.6  FT

(94)   BRIDGE IMPROVEMENT COST: $233,000.00

(95)   ROADWAY IMPROVEMENT COST: $24,000.00

(96)   TOTAL PROJECT COST: $350,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/11/2022

(75)  TYPE OF WORK: BRIDGE REHABILITATION

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR001

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 29.91

BRIDGE ID NUMBER: 29SR0010035

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: US-25E

CROSSING: SR 32

LOCATION: 2.5 M E OF TATE SPRINGS SUFFICIENCY RATING: 96.1

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.33598N DEGREES

(17a,b) LONGITUDE: 83.28765 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE 

CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1998

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: HIGHWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 5

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 142.1 FT

FT(49) TOTAL BRIDGE LENGTH: 236.9

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  57.4  FT

(52) BRIDGE OUT TO OUT WIDTH:  63.3  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 58.4

(33) BRIDGE MEDIAN: CLOSED MEDIAN - WITH BARRIER

(34) BRIDGE SKEW:  8  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 44.9 FT

(54a) VERT UNDERCLR: HIGHWAY BENEATH BRIDGE

(54b) MIN VERTICAL UNDERCLEARANCE:  16.93  FT

(55a) HORZ UNDERCLR: HIGHWAY BENEATH BRIDGE

(55b) MIN HORZ UNDERCLR ON RIGHT:  25.92  FT

(56)   MIN HORZ UNDERCLR ON LEFT:  18.37  FT

NAVIGATION DATA
(38)   NAV CONTROL: NOT APPLICABLE

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL EXPRESSWAY

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: 7

(59) SUPERSTRUCTURE: 7

(60) SUBSTRUCTURE: 7

(61) STREAM CHANNEL AND CHANNEL PROTECTION: N

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: 9

(69) UNDERCLEARANCE RATING: 7

(71) WATERWAY ADEQUACY: N

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 1000

(113) SCOUR CONDITION RATING: N

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/19/2022

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR032

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 7.02

BRIDGE ID NUMBER: 29SR0320001

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: US-25E

CROSSING: BRIAR FORK CREEK

LOCATION: 1.5 M SW OF TATE SPRINGS SUFFICIENCY RATING: 59.8

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.35842N DEGREES

(17a,b) LONGITUDE: 83.33635 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1942

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 4

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 12.1 FT

FT(49) TOTAL BRIDGE LENGTH: 38.7

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 80.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 64.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL EXPRESSWAY

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 5

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N01

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  38.7  FT

(94)   BRIDGE IMPROVEMENT COST: $361,000.00

(95)   ROADWAY IMPROVEMENT COST: $37,000.00

(96)   TOTAL PROJECT COST: $542,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/11/2022

(75)  TYPE OF WORK: BRIDGE REHABILITATION

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR032

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 14.99

BRIDGE ID NUMBER: 29SR0320005

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: US-25E

CROSSING: INDIAN CREEK

LOCATION: 1.4 M SE OF THORN HILL SUFFICIENCY RATING: 67.2

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.37723N DEGREES

(17a,b) LONGITUDE: 83.44453 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE 

CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: PREFORMED FABRIC

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1981

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 4

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 81.0 FT

FT(49) TOTAL BRIDGE LENGTH: 277.6

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  80.1  FT

(52) BRIDGE OUT TO OUT WIDTH:  88.6  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 80.1

(33) BRIDGE MEDIAN: CLOSED MEDIAN - WITH BARRIER

(34) BRIDGE SKEW:  45  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 64.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL EXPRESSWAY

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 6

(59) SUPERSTRUCTURE: 5

(60) SUBSTRUCTURE: 6

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 8

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: WEIGHT POSTED

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: 9

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 8

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 1000

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  277.6  FT

(94)   BRIDGE IMPROVEMENT COST: $3,419,000.00

(95)   ROADWAY IMPROVEMENT COST: $342,000.00

(96)   TOTAL PROJECT COST: $5,129,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): 08/2022

(92b) UNDERWATER INSP FREQUENCY (MONTHS): Y60

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/11/2022

(75)  TYPE OF WORK: BRIDGE REHABILITATION

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR032

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 17.00

BRIDGE ID NUMBER: 29SR0320007

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: US-25E

CROSSING: CLINCH RIVER

LOCATION: 3.6 M NW OF SR131 SUFFICIENCY RATING: 84.3

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.40113N DEGREES

(17a,b) LONGITUDE: 83.45830 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: PRESTRESSED CONCRETE 

CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 6

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 2009

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 4

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 105.0 FT

FT(49) TOTAL BRIDGE LENGTH: 616.8

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  85  FT

(52) BRIDGE OUT TO OUT WIDTH:  86.9  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 54.5

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 42.3 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL EXPRESSWAY

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 7

(59) SUPERSTRUCTURE: 7

(60) SUBSTRUCTURE: 7

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HL-93

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: 9

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 8

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 1111

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): 06/2021

(92b) UNDERWATER INSP FREQUENCY (MONTHS): Y60

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/4/2022

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR092

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 6.50

BRIDGE ID NUMBER: 29SR0920003

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: SR-92

CROSSING: BRANCH

LOCATION: 2MI S.. OF US 11W SUFFICIENCY RATING: 89.6

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.24768N DEGREES

(17a,b) LONGITUDE: 83.52472 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 2000

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 12.1 FT

FT(49) TOTAL BRIDGE LENGTH: 25.3

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 30.8

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 30.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 7

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HS-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 5

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/25/2022

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR092

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 9.14

BRIDGE ID NUMBER: 29SR0920001

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 65820

 ROAD NAME: MARSHALL AVE.

CROSSING: RICHLAND CREEK

LOCATION: IN RUTLEDGE CITY LIMITS SUFFICIENCY RATING: 84.1

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.27930N DEGREES

(17a,b) LONGITUDE: 83.51465 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: MONOLITHIC CONCRETE

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: EPOXY COATED REINFORCING

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 2012

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 18.0 FT

FT(49) TOTAL BRIDGE LENGTH: 59.4

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  30.8  FT

(52) BRIDGE OUT TO OUT WIDTH:  33.1  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 33.1

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 30.8 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL ARTERIAL

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: HL-93

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: 5

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 3

(36) TRAFFIC SAFETY FEATURES: 1101

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/25/2022

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR131

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 7.73

BRIDGE ID NUMBER: 29SR1310001

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: STATE HWY. 131

CROSSING: WILLIAMS CREEK

LOCATION: .5 M SW OF WASHBURN SUFFICIENCY RATING: 23.2

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.29805N DEGREES

(17a,b) LONGITUDE: 83.58398 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1973

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 25.9 FT

FT(49) TOTAL BRIDGE LENGTH: 28.5

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  24.3  FT

(52) BRIDGE OUT TO OUT WIDTH:  26.6  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 20.3

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  45  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 20.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MAJOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 6

(59) SUPERSTRUCTURE: 4

(60) SUBSTRUCTURE: 5

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: WEIGHT POSTED

APPRAISAL

(67) STRUCTURAL EVALUATION: 4

(68) DECK GEOMETRY: 4

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N01

(113) SCOUR CONDITION RATING: U

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  50.2  FT

(94)   BRIDGE IMPROVEMENT COST: $368,000.00

(95)   ROADWAY IMPROVEMENT COST: $37,000.00

(96)   TOTAL PROJECT COST: $553,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/11/2022

(75)  TYPE OF WORK: BRIDGE REPLACEMENT

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR131

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 9.97

BRIDGE ID NUMBER: 29SR1310003

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: STATE HWY. 131

CROSSING: PUNCHEON CAMP CREEK

LOCATION: .8 M E OF PUNCHEON CAMP SUFFICIENCY RATING: 49.4

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.31207N DEGREES

(17a,b) LONGITUDE: 83.54845 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 1

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: CONCRETE PRECAST PANELS

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: ASPHALT

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1973

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 25.3 FT

FT(49) TOTAL BRIDGE LENGTH: 28.5

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  24  FT

(52) BRIDGE OUT TO OUT WIDTH:  26.6  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 19.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  30  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 19.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MAJOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 6

(59) SUPERSTRUCTURE: 5

(60) SUBSTRUCTURE: 5

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 5

(68) DECK GEOMETRY: 4

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N10

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  28.5  FT

(94)   BRIDGE IMPROVEMENT COST: $84,000.00

(95)   ROADWAY IMPROVEMENT COST: $9,000.00

(96)   TOTAL PROJECT COST: $127,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/11/2022

(75)  TYPE OF WORK: BRIDGE WIDENING (NO DECK REPAIRS 

NEEDED)

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR131

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 23.50

BRIDGE ID NUMBER: 29S23490001

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: THORN HILL RD.

CROSSING: INDIAN CREEK

LOCATION: NORTH OF US11 SUFFICIENCY RATING: 97.6

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.39463N DEGREES

(17a,b) LONGITUDE: 83.33205 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1962

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 11.5 FT

FT(49) TOTAL BRIDGE LENGTH: 25.6

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 25.9

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  45  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 25.9 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MAJOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 7

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N01

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/11/2022

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR375

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 2.62

BRIDGE ID NUMBER: 29E00040011

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: LAKE SHORE RD.

CROSSING: BRANCH

LOCATION: 1 MI NE JCT SR92&SR375 SUFFICIENCY RATING: 93.7

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.20283N DEGREES

(17a,b) LONGITUDE: 83.47758 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1950

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 9.8 FT

FT(49) TOTAL BRIDGE LENGTH: 21.3

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 25.9

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 25.9 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MAJOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: BRIDGE IS NOT ELIGIBLE FOR THE 

NATIONAL REGISTER

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 7

(62) CULVERT CONDITION (IF APPLICABLE): 7

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 7

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/13/2022

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR375

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 6.56

BRIDGE ID NUMBER: 29E00040001

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: LAKE SHORE RD.

CROSSING: BRANCH

LOCATION: 1.4 M SE OF HOLSTON RIVER SUFFICIENCY RATING: 95.6

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.24303N DEGREES

(17a,b) LONGITUDE: 83.44262 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1960

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 10.2 FT

FT(49) TOTAL BRIDGE LENGTH: 25.3

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 24.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  15  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 24.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MAJOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): 7

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 5

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/13/2022

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR375

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 6.69

BRIDGE ID NUMBER: 29E00040003

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: LAKE SHORE RD.

CROSSING: BRANCH

LOCATION: 1.2 M SE OF HOLSTON RIVER SUFFICIENCY RATING: 91.6

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.24475N DEGREES

(17a,b) LONGITUDE: 83.44210 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1950

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 10.2 FT

FT(49) TOTAL BRIDGE LENGTH: 25.9

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 25.9

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  15  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 25.9 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MAJOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N00

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/13/2022

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR375

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 9.27

BRIDGE ID NUMBER: 29E00040005

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: LAKE SHORE RD.

CROSSING: BRANCH

LOCATION: 2.2 M E OF EAST CHAPEL SUFFICIENCY RATING: 97.6

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.26845N DEGREES

(17a,b) LONGITUDE: 83.42177 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1950

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 9.8 FT

FT(49) TOTAL BRIDGE LENGTH: 24.9

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 27.9

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  35  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 27.9 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MAJOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 5

(62) CULVERT CONDITION (IF APPLICABLE): 6

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 6

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: 0N01

(113) SCOUR CONDITION RATING: 4

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/13/2022

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR375

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 14.67

BRIDGE ID NUMBER: 29E00040007

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: LAKE SHORE RD.

CROSSING: GERMAN CR. CHEROKEE LAKE

LOCATION: NEAR MARY CHAPEL SUFFICIENCY RATING: 40.8

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.30480N DEGREES

(17a,b) LONGITUDE: 83.34760 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: STEEL CONTINUOUS

(44a) APPR SPAN MATERIAL: STEEL CONTINUOUS

(45) NUMBER OF MAIN SPANS: 3

(46) NUMBER OF APPROACH SPANS: 3

(107) TYPE OF DECK: CONCRETE CAST-IN-PLACE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: EPOXY OVERLAY

B) TYPE MEMBRANE: NONE

C) TYPE PROTECTION: NONE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1941

(106) YEAR THE BRIDGE WAS REHABILITATED:  2009

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 282.2 FT

FT(49) TOTAL BRIDGE LENGTH: 955.0

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH:  18  FT

(52) BRIDGE OUT TO OUT WIDTH:  21  FT

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 24.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  0  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  15.52  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 18.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MAJOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: 6

(59) SUPERSTRUCTURE: 6

(60) SUBSTRUCTURE: 7

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 8

(62) CULVERT CONDITION (IF APPLICABLE): N

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-15-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: WEIGHT POSTED

APPRAISAL

(67) STRUCTURAL EVALUATION: 3

(68) DECK GEOMETRY: 2

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 8

(72) APPROACH ROADWAY ALIGNMENT: 6

(36) TRAFFIC SAFETY FEATURES: 0001

(113) SCOUR CONDITION RATING: 5

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT:  955  FT

(94)   BRIDGE IMPROVEMENT COST: $1,870,000.00

(95)   ROADWAY IMPROVEMENT COST: $188,000.00

(96)   TOTAL PROJECT COST: $2,806,000.00

(97)   YEAR OF IMPROVEMENT COST ESTIMATE: 2022

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): 08/2022

(92b) UNDERWATER INSP FREQUENCY (MONTHS): Y60

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/5/2022

(75)  TYPE OF WORK: BRIDGE DECK REPAIR

11-Mar-24

PUBLICATION DATE 

PRODUCED PURSUANT TO

PUBLIC RECORDS REQUEST

This document is covered by 23 USC §409

and its production pursuant to a public

document records request does not

waive the provisions of §409



NATIONAL BRIDGE INVENTORY

TENNESSEE INVENTORY AND APPRAISAL REPORT

COUNTY: GRAINGER

ROUTE: SR375

SPECIAL CASE: 0

COUNTY SEQUENCE: 1

LOG MILE: 16.14

BRIDGE ID NUMBER: 29E00040009

BRIDGE OWNER: STATE OF TENNESSEE

FIPS CODE: 00000

 ROAD NAME: LAKE SHORE RD.

CROSSING: BRANCH

LOCATION: .6 M N OF CHESTNUT GROVE SUFFICIENCY RATING: 95.9

IDENTIFICATION CLASSIFICATION

(16a,b) LATITUDE: 36.30905N DEGREES

(17a,b) LONGITUDE: 83.32667 DEGREESW

(98a) BORDER BRIDGE STATE CODE: N/A

(98b) PERCENT SHARE: 00

(99) BORDER BRIDGE NUMBER: NOT APPLICABLE

BRIDGE TYPE AND MATERIAL

(43a) MAIN SPAN MATERIAL: CONCRETE CONTINUOUS

(44a) APPR SPAN MATERIAL: NOT APPLICABLE

(45) NUMBER OF MAIN SPANS: 2

(46) NUMBER OF APPROACH SPANS: 0

(107) TYPE OF DECK: NOT APPLICABLE

(108) TYPE OF WEARING SURFACE AND DECK PROTECTION:

A) TYPE OF SURFACE: NOT APPLICABLE

B) TYPE MEMBRANE: NOT APPLICABLE

C) TYPE PROTECTION: NOT APPLICABLE

AGE AND SERVICE

(27)   YEAR THE BRIDGE WAS BUILT: 1950

(106) YEAR THE BRIDGE WAS REHABILITATED: N/A

(42a) SERVICE ON BRIDGE: HIGHWAY

(42b) UNDER BRIDGE: WATERWAY

(28a) NUMBER OF LANES CARRIED BY BRIDGE: 2

(28b) NUMBER OF LANES UNDER THE BRIDGE: 0

GEOMETRIC DATA

(48) MAXIMUM SPAN LENGTH: 11.5 FT

FT(49) TOTAL BRIDGE LENGTH: 24.0

(50a) LEFT SIDEWALK WIDTH: 0.0 FT

(50b) RIGHT SIDEWALK WIDTH: 0.0

(51) BRIDGE CURB TO CURB WIDTH: UNDER FILL

(52) BRIDGE OUT TO OUT WIDTH: UNDER FILL

FT(32) APPROACH ROADWAY (W/ SHLDS) WIDTH: 24.0

(33) BRIDGE MEDIAN: NO MEDIAN

(34) BRIDGE SKEW:  30  DEGREES

(35) BRIDGE FLARE: NO FLARE

(520) MIN VERTICAL CLEARANCE OVER RD:  100  FT

(47) MIN HORIZONTAL CLEARANCE ON ROADWAY: 24.0 FT

(54a) VERT UNDERCLR: NOT A HIGHWAY OR RAILROAD

(54b) MIN VERTICAL UNDERCLEARANCE: NOT APPLICABLE

(55a) HORZ UNDERCLR: NOT A HIGHWAY OR RAILROAD

(55b) MIN HORZ UNDERCLR ON RIGHT: NOT APPLICABLE

(56)   MIN HORZ UNDERCLR ON LEFT: NOT APPLICABLE

NAVIGATION DATA
(38)   NAV CONTROL: NO NAVIGATION CONTROL

(39)   NAVIGATION VERTICAL CLEARANCE: N/A

(116) LIFT BRIDGE VERT CLEARANCE: N/A

(40)   NAVIGATION HORZ CLEARANCE: N/A

(112) MEETS NBIS BRIDGE LENGTH: YES

(104) NATIONAL HIGHWAY SYSTEM: NOT A NHS ROUTE

(26)   FUNCTIONAL CLASS: RURAL MAJOR COLLECTOR

(101) PARALLEL BRIDGE: NO PARALLEL BRIDGE

(102) TRAFFIC DIR: 2-WAY TRAFFIC

(103) TEMPORARY BRIDGE: NOT APPLICABLE

(110) NATIONAL TRUCK ROUTE: NOT ON TRUCK NETWORK

(37)   HISTORICAL CLASS: HISTORICAL SIGNIFICANCE HAS 

NOT BEEN DETERMINED

CONDITION RATINGS

(58) DECK: N

(59) SUPERSTRUCTURE: N

(60) SUBSTRUCTURE: N

(61) STREAM CHANNEL AND CHANNEL PROTECTION: 6

(62) CULVERT CONDITION (IF APPLICABLE): 7

DESIGN LOAD AND WEIGHT POSTING

(31) DESIGN LOADING: H-20-44

WEIGHT POSTING (2 AXLE VEHICLES): ALL LEGAL LOADS

WEIGHT POSTING (3 OR MORE AXLES): ALL LEGAL LOADS

(70) BRIDGE POSTING CODE: 5

(41) WT POSTING STATUS: OPEN

APPRAISAL

(67) STRUCTURAL EVALUATION: 7

(68) DECK GEOMETRY: N

(69) UNDERCLEARANCE RATING: N

(71) WATERWAY ADEQUACY: 6

(72) APPROACH ROADWAY ALIGNMENT: 8

(36) TRAFFIC SAFETY FEATURES: NNNN

(113) SCOUR CONDITION RATING: 8

RECOMMENDED IMPROVEMENTS

FT

(76)   LENGTH OF BRIDGE IMPROVEMENT: N/A

(94)   BRIDGE IMPROVEMENT COST:

(95)   ROADWAY IMPROVEMENT COST:

(96)   TOTAL PROJECT COST:

(97)   YEAR OF IMPROVEMENT COST ESTIMATE:

INSPECTION DATES

(91) REGULAR INSPECTION FREQUENCY (MONTHS): 24

(93b) DATE OF LAST UNDERWATER INSP (MO/YR): N/A

(92b) UNDERWATER INSP FREQUENCY (MONTHS): N00

(93c) DATE OF SPECIAL INSPECTION (MO/YR): N/A

(92c) SPECIAL INSP  FREQUENCY (MONTHS): N00

(90) DATE OF LAST REGULAR INSPECTION: 4/13/2022

(75)  TYPE OF WORK: NOT APPLICABLE

11-Mar-24
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