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WATER FLUX (ASTM D4491)

TENSILE STRENGTH (ASTM D4632)

BURST STRENGTH (ASTM D3786)

TRAPEZOIDAL TEAR (ASTM D4533)

FABRIC PROPERTY AND TEST METHODS

WOVEN MONOFILAMENT
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INSTALL FABRIC IN TRENCH.

BACKFILL TRENCH (OVER-FILL) WITH SOIL PLACED AROUND FABRIC.
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APPARENT OPENING SIZE (ASTM D4751)

PUNCTURE STRENGTH (ASTM D4833)

PERMEABILITY (ASTM D4491)

THICKNESS (ASTM D5199)

  30 TO  80 STANDARD SIEVE

  90%

  470 PSI

  110 LB.

  35 MILS
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EROSION CONTROL PLAN LEGEND: * ESF * ESF * ESF *

BACKFILL WITH COMPACTED SOIL
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  0.02 INCHES/SEC

  APPROVAL NOT REQUIRED.

  MINOR REVISION -- FHWA

-

-

ELEVATION VIEW

SECTIONAL VIEW

ENHANCED SILT FENCE 

ENHANCED SILT FENCE FABRIC SPECIFICATIONS

ENHANCED SILT FENCE GENERAL NOTES

GEOTEXTILE FABRIC TYPE
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BOTTOM OF TRENCH
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FILTER FABRIC SHALL BE FASTENED SECURELY TO WOVEN WIRE FENCE BACKINGWITH TIES SPACED EVERY 24 INCHES ALONG TOP AND MID SECTION.COMPACT SOIL BACKFILL WITH MECHANICAL EQUIPMENT. DO NOT DAMAGE THEFABRIC DURING COMPACTION (DAMAGED FABRIC SHALL BE REPLACED).DRIVE AND SET SUPPORT POSTS PER SPACING REQUIREMENTS GIVEN ON THEAPPLICABLE FENCE DETAIL.STEEL POSTS SHALL HAVE A PROJECTION FOR FASTENING WIRE TO THEM.  WOVEN WIRE FENCE BACKING TO BE FASTENED SECURELY TO FENCE POSTS WITH WIRE TIES. THE WIRE FASTENERS SHOULD BE EVENLY SPACED WITH AT LEAST SIX PER POST. REQUIRED PHYSICAL PROPERTIES (MARV VALUES OF TEST DATA)  110 GPM/FT  MAINTENANCE SHALL BE PERFORMED AS NEEDED; CAPTURED SOIL MATERIAL SHALL BE REMOVED WHEN "BULGES" DEVELOP IN THE SILT FENCE AND/OR WHEN EVIDENCE OF FILTER CLOGGING IS NOTED. FABRIC HEIGHTABOVE GROUND   MAX. 2’POST SPACINGPOSITION POST/FABRIC ASSEMBLY AT VERTICAL TO A MAX. 5  FROM THE VERTICAL (ANGLED TOWARD FLOW)REV. 12-18-03:  REPLACED TABLE 3 AND MODIFIED GENERAL NOTES B, D, AND I.  370 LBS. (WARP DIRECTION) X  230 LBS  (FILL DIRECTION)  115 LB. (WARP DIRECTION) X   75 LB. (FILL DIRECTION)BURY WIRE BACKING8" MIN. IN TRENCHWHEN TWO SECTIONS OF ENHANCED SILT FENCE FABRIC ADJOIN EACH OTHER THEYSHALL BE JOINED ACCORDING TO THE DETAILS ON STANDARD DRAWING EC-STR-3E.WOVEN WIRE FENCE BACKING SHALL MEET THE REQUIREMENTS FOR ASTM A-116FOR NO. 11 FARM, DESIGN NO. 1047-6-11, CLASS 3 COATING.STEEL POSTS SHALL BE ROLLED FROM HIGH CARBON STEEL AND SHALL HAVE AMINIMUM WEIGHT OF 1.25 LB/FT. POSTS SHALL BE HOT-DIPPED GALVANIZED ORPAINTED WITH HIGH GRADE WEATHER RESISTANT STEEL PAINT. STEEL POSTSSHALL BE EQUIPPED WITH AN ANCHOR PLATE HAVING A MINIMUM AREA OF 14SQUARE INCHES. POSTS SHALL BE STUDDED, EMBOSSED, OR PUNCHED TO AIDIN THE ATTACHMENT OF THE WIRE BACKING. POSTS AND ANCHOR PLATES SHALLCONFORM TO THE REQUIREMENTS OF ASTM A702.ENHANCEDSILT FENCEFOR TRENCH-BASED INSTALLATIONS, ENHANCED SILT FENCING SHALL BE INSTALLEDPER THE FOLLOWING STEPS AND IN THE FOLLOWING ORDER:ULTRAVIOLET STABILITY (AFTER 500 HRSPER ASTM D4355)14"MIN.42"MIN.ANCHORPLATESENHANCED SILT FENCE FABRICAND WOVEN WIRE FENCE BACKINGANCHOR ENHANCED SILTFENCE FABRIC 14" DEEPWITH 18" RUN-OUT LENGTH54" TO BOTTOMOF TRENCH84" METAL "STUDDED TEE"POST (TYP.) DRIVEN MIN.42" INTO GROUND.(SEE NOTE E )84" METAL "STUDDED TEE"POST (TYP.) DRIVEN MIN.42" INTO GROUND.(SEE NOTE E )WOVEN WIRE FENCEBACKING TOTAL WIDTH48" MIN.ENHANCED SILT FENCE FABRICTOTAL WIDTH 72"ENHANCED SILT FENCE SHALL BE PAID FOR UNDER THE FOLLOWING ITEM NUMBER:    209-08.04  TEMPORARY ENHANCED SILT FENCE PER LINEAR FOOT PAYMENT SHALL INCLUDE ALL MATERIALS AND LABOR NECESSARY FOR CONSTRUCTION,MAINTENANCE, AND REMOVAL OF THE ENHANCED SILT FENCE.SEDIMENT SHALL BE REMOVED FROM BEHIND THE ENHANCED SILT FENCE WHEN ITHAS ACCUMULATED TO ONE-HALF THE ORIGINAL HEIGHT OF THE STRUCTURE ANDPAID FOR UNDER ITEM NUMBER 209-05, SEDIMENT REMOVAL PER CUBIC YARD.ENHANCED SILT FENCE SHOULD NOT BE USED TO REPLACE SILT FENCE WITH WIREBACKING.
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STATE OF TENNESSEE

DEPARTMENT OF TRANSPORTATION

ENHANCED SILT FENCE IS TO BE USED WHERE INTERCEPTION OF CONCENTRATED FLOWS (e.g. SWALES, DITCHES, RUTS ALONG SLOPE) ARE ANTICIPATED. LIMITS OF FLOW APPLICATIONS FOR USE OF ENHANCED SILT FENCE ARE GIVEN ONSTANDARD DRAWINGS EC-STR-4 AND EC-STR-4A. DO NOT USE ENHANCED SILT FENCEIN OR ADJACENT TO NATURAL WATER RESOURCES (WETLANDS OR STREAMS).EXCAVATE TRENCH A MAXIMUM OF 18 INCHES WIDE 14 INCHES DEEP. THE TRENCH SHALL BE HAND-CLEANED FOLLOWING EXCAVATION TO REMOVE BULKY DEBRIS SUCH AS ROCKS, STICKS, AND SOIL CLODS FROM THE TRENCH.ATTACH WOVEN WIRE FENCE BACKING TO POSTS AND FABRIC TO THE WIRE BACKING USING WIRE TIES. SPACING AND DENSITY OF TIES SHALL BE INSTALLED ACCORDING TO NOTES F AND H.

14"

REV. 7-29-04:  CHANGED VALUES IN TABLE 3 FROM MEAN TO MARV VALUES.REV. 4-15-06: MODIFIED NOTE H.ADDED NOTE I. REVISED TABLE TITLE.REORDERED GENERAL NOTES.REFORMATTED SHEET, REVISED NOTES,MISC. EDITS TO DRAWING.REV. 4-1-08: REMOVED TEMPORARYREFERENCE, REVISED GENERAL NOTES,AND MISC. EDITS TO DRAWING.ONLY ENHANCED SILT FENCE FABRIC LISTED ON THE QUALIFIED PRODUCTS LIST MAY BE USED.  ANY PRODUCTS LISTED ON THE QUALIFIED PRODUCTS LIST AS AN APPROVED ALTERNATE MAY ALSO BE USED.
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