SLIPCOVER FILTER SPECIFICATIONS

FABRIC TYPE : NON-WOVEN, NEEDLE-PUNCHED GEOTEXTILE

MINIMUM AVERAGE ROLL
FABRIC PROPERTY ASTM TEST METHOD VALLES ABgS)
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FILTERED
ONOLE WETGHT £ 0.2 LBS/SF
GRADE LOW CARBON STEEL (C1008)
SECTION A-A TYPE WELDED HOT GALVANIZED STEEL WIRE FABRIC
N.T.S.
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FILTERED GEOTEXTILE SLIPCOVER FABRICATION
RUNOFF NOT S
SECTION B-B FABRICATION SPECIFICATIONS:
N.T.S. 1.GEOTEXTILE SLIPCOVER FABRIC SHALL HAVE HEAT-CUT FUSING FABRIC EDGES FOR
STRENGTH.
TATE OF TENNESSEE
2.ALL SEAMS SHALL BE SEWN WITH TWO INDEPENDENT ROWS OF LOCK-TYPE ® © o8
STITCHING, USING UV-BONDED POLYESTER THREAD (MINIMUM OF 138 POUNDS) DEPARTMENT OF TRANSPORTATION
EROSION CONTROL PLAN LEGEND: D CATCH BASIN FILTER ASSEMBLY (TYPE 7) WITH MINIMUM OF "SIX STITCHES PERINCH.
@ 3. THE INSIDE ROW OF STITCHING SHALL BE A MINIMUM OF 0.5” FROM HEAT- CATCH BASIN
CUT FABRIC EDGES. FILTER ASSEMBLY
(TYPE 7)
SLIPCOVER DETAILS
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