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STATE OF TENNESSEE

DEPARTMENT OF TRANSPORTATION

LANE MARKINGSAS REQUIREDRUMBLESTRIPS12" MIN. SPACEOUTSIDE EDGE OF PAVED SHOULDER

RUMBLE STRIP DESIGN NOTES
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ISOMETRIC VIEW

 7/16 " \  1/16 " 

16" \  1/4 "

PLAN VIEWTYPICAL RUMBLE STRIP INSTALLATION DETAILSMEDIANOUT SIDE SHOULDEREDGE OF TRAVELWAY

EDGE OF PAVEMENT

EDGE OF PAVEMENT

RUMBLE STRIPRUMBLE STRIPRUMBLE STRIPRUMBLE STRIP
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MAINTENANCE RAMP TYPICAL             INSTALLATION DETAILS FOR INTERSTATES AND ACCESS CONTROLLED ROUTESB  RUMBLE STRIP INSTALLATION SHALL BE PAID UNDER ITEM NUMBER

7" \  1/4 "

SECTION B-BSECTION A-A

A  MILLED-IN RUMBLE STRIP WITH 7" \  1/4 " GROOVES,  7/16 " \  1/16 " DEEP,    ON 12 INCH SPACING.100’100’50’50’10’10’10’10’411-12.01.  SCORING SHOULDERS (CONTINUOUS) (16" WIDTH) PER L.M.

12-1-09

MAINTENANCE RAMPS RUMBLE STRIP INSTALLATION DETAILSENTRANCE RAMPS RUMBLE STRIP INSTALLATION DETAILSEXIT RAMPS RUMBLE STRIP INSTALLATION DETAILSINSIDE SHOULDER INSIDE EDGE OF  PAVED SHOULDER16"\  1/4 "16"\  1/4 "

T-M-15

ASPHALT SHOULDER RUMBLE STRIP INSTALLATION DETAILS FOR  INTERSTATE AND ACCESS CONTROLLED ROUTES


